AU IEAHY

Korea Testing Laboratory

ktl

M|2013-056284-01%
o ® o] = A
Sto|Hl PE{(F
A HYUA HAT MAE 74-5
¢ AN H|=SH= ofie] E50| TAKMoMBEAY | HI34x= R H2
2 AlRHE H58E2[4x|4E0]| 2 CHFMOIE AAl ZI} ofX - HAHT =0 X
SelE 2 CHMRIZ HA|S| ARBE ¢IEEHC}
& =
S——— Ex d motors e
4| (8% - S3) / USHS
= DB3D 315M (Ex d IIB T5/T6) / 14-KB2BO-0039X =
el 5 7]1-&
127 1A| H2013-54% A
o = E£x 7
1. H=Z25 a4 8724
2 oIZME offel HMEBHoIM Matshs HZol shet
M=3&Y : sto|Hl ZE(F)
A A X Y A MM HAE 74-5
2. HENL
CLE HMEZM24 : 200 ~ 690V, 50/60Hz, 60-190kW -
3. 2= . 2 2BM= 2o dAvoo| $Helo RaEt
4. QFMEH ALRZ 9B X
S ARBFRET 0 -20T ~ +50T
¥ The tensile strength of the fastener elements of each part of the flame
proof casing must be at least equal to 1220N/mm?
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